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 LCD PANEL DISPLAY ~ "] HOW TO MEASURE BLOOD PRESSURE
1. To start the measurement
Hote: In arder to gel correct measureament results and
to avoid unnecessary ermonaaus measuremant,

user should not talk, be seated upright and fasten
the cuff securely around bare skin.

Instruction Manual

Wrist Blood Pressure Monitor Memory 2 [[F)

1. To insert the batteries . 1. Place your elbow on lable |
1. Remove .H_._-m batteries cover in accordance with the and turn your palm up,
direction of arrow. Make sure the cuff is at the
2. Insert 2 x "AAA" battery in accordance with the 9

same level as your heart, IF

indication of polarities on the batteries.
__ you can not keep your arm

3. Slide the battery caver to close,
,.m = i e completely still throughout
\u f/_ tha reading, use the
[ package box to support
_.fx your arm.
Y5-7T04 Y5-793 .
YS5-794C PC LINK Y5-793C PC LINK £ -2
g = T —— 2. To sea the previous measured values 3. To finish tha measurement
Sak e EENER T m.E_ The main unit automatically stores the pravious )
button. il A o | measured values. {Even after batteries are replaced, 1. After deflation, the measurement of bloed pressures is
=L ™ the previous values are stared in 1 minute, : completed. If you want to measure again, just press
v u 1. Press "MEMO" button, then S “START" button again.

you can recall previous
values for the first person's
measured value.

2. If you prass "MEMO" button
successively, then you can
read next values,

_w. Prass the "START button
after blinking digits stop.

2. Press “POWER" button to switch off electrical supply.

3. If you forget to push the "POWER" button, the power will
turn off automatically within 3 minutas.

4. Start measuring, the cuff
will inflate automatically.

LOW POWER WARMNING

Mormally, you can measure your pressure values for 150~200
times with durable alkaline balteries. If battery icon “low power
warning” only leaves one column, It's tima lo change batteries.

Lo

Press "PAGE” button, then
you can read second
persan’s measured values,

4. Press "MEMO” bution

5, After detecting Systolic PR R successively to continue

{ Diastolic and Pulse Values, | B2 346 checking second person's
the measured values will _m values,
be displayed on LCD panel 7 7 5. Stored capacity is up to 30

BE| sels each page.







